
• 1920 × 1080 Resolution with 400nits brightness
• Built-In Speaker
• HDMI input port
• Industrial grade components
• Open frame design for Embed Installation

400Nits Open Frame Monitor

NF49A-40M

Key Feature

49’’



Specification

Display

Model NF49A-40M

Screen Size (Diagonal) 49 inch

LCD Tech. ADS

Native Resolution 1920 × 1080

Aspect Ratio 16 : 9

Brightness 400 cd/m²

Contrast 1200:1

View Angle 178°(H) / 178°(V) 

Display Color 16.7M 

Color Gamut 68% NTSC

Response Time 8ms 

Life Time (Light Source) 30,000 Hrs (Min.)

Interface

Input USB x 1 / VGA x 1 / HDMI×1 / DVI×1 / Audio x1

Output -

External Control IR EXT ×1

Networks -

Built-In Speaker 5W ×2 (8Ω)

Power

Power Supply AC 100~240V 50/60Hz

Power Consumption (Rated) 121 W

Environment

Operation Temperature 0℃~40℃

Operation Humidity 20%~80% RH

Physical

Color BLACK or GRAY as option

Tempered Glass No

Body Dimension 1090.4(W) × 621.3(H) × 78.4(D) mm

Set Weight 22.1 Kg

Package Dimension 1205(W) × 740(H) × 175(D) mm

Package Weight 27.2 Kg

Mounting Holes 400 × 400
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